
Self-aligning
linear ball bearings

Light range – metric sizes
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Ball rows Basic load ratings5)6) Suitable snap ring 
to DIN 471

Shaft 
diameterC7 D1 H10 K1

4) K4
4) � Quantity dyn.

Cmax

stat.
C0 max

Degrees kN kN d

1,3 21 – 3 – – 8 0,9 0,81 22�1,2 12

– – – 3 3 78 6 0,9 0,81 –

1,3 25 – 3 – – 8 1,43 1,16 26�1,2 16

– – – 3 3 78 6 1,43 1,16 –

1,6 30,7 – 3 – – 8 2,2 1,73 32�1,5 20

– – – 3 3 60 6 2,2 1,73 –

1,85 38 – 3,5 – – 8 3,95 3,25 42�1,75 25

– – 1,5 3,5 3 60 6 3,95 3,25 –

1,85 44,7 – 3,5 – – 8 5,9 4,5 48�1,75 30

– – 2 3,5 3 57 6 5,9 4,5 –

2,15 59,4 – 3,5 – – 8 10,2 7,2 63�2 40

– – 1,5 3,5 3 54 6 10,2 7,2 –

2,65 71,4 – 4,5 – – 8 15,1 10,4 75�2,5 50

– – 2,5 4,5 5 54 6 15,1 10,4 –
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Linear ball bearing 
units
Light range – metric sizes

sealed, greased,
with relubrication facility

Series KGSNG..-PP-AS
KGSNS..-PP-AS
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1) Dimension C2 and lubrication hole symmetrical with bearing width C.
2) For fixing screws to EN ISO 4762-8.8.

If there is a possibility of settling, the fixing screws should be secured against rotation.
3) Centring for dowel hole.
4) The basic load ratings apply only to hardened (670 HV + 170 HV) and ground shaft raceways.

Dimension table · Dimensions in mm

Shaft 
diameter

Series Mass Dimensions Mounting dimensions

KGSNG..-PP-AS KGSNS..-PP-AS m d A C H A1 A4 A5 C2
1) D

d Designation Designation �kg �0,15 �0,01 �0,15

12 KGSNG12-PP-AS – 0,1 12 43 32 35 32 34 21,5 23 22

– KGSNS12-PP-AS 0,1 12 43 32 35 32 34 21,5 23 22

16 KGSNG16-PP-AS – 0,17 16 53 37 42 40 40 26,5 26 26

– KGSNS16-PP-AS 0,17 16 53 37 42 40 40 26,5 26 26

20 KGSNG20-PP-AS – 0,27 20 60 45 50 45 44 30 32 32

– KGSNS20-PP-AS 0,27 20 60 45 50 45 44 30 32 32

25 KGSNG25-PP-AS – 0,56 25 78 58 60 60 59,4 39 40 40

– KGSNS25-PP-AS 0,56 25 78 58 60 60 59,4 39 40 40

30 KGSNG30-PP-AS – 0,83 30 87 68 70 68 63 43,5 45 47

– KGSNS30-PP-AS 0,83 30 87 68 70 68 63 43,5 45 47

40 KGSNG40-PP-AS – 1,55 40 108 80 90 86 76 54 58 62

– KGSNS40-PP-AS 1,55 40 108 80 90 86 76 54 58 62

50 KGSNG50-PP-AS – 2,7 50 132 100 105 108 90 66 50 75

– KGSNS50-PP-AS 2,7 50 132 100 105 108 90 66 50 75




